NEW!

Top-coated surfaces
Garage door operators with LED

Sectional garage door systems
Coming home

Welcome home –
Welcome to Novoferm
Is there anything nicer than coming home? When
driving in already feels like a welcoming experience! Like with Novoferm sectional garage doors. In
the evening after a long working day, in the autumn
when it’s really windy or in the winter when just the
thought of getting out makes you shiver all over, then
your Novoferm sectional garage door opens at the
push of a button and automatically welcomes you
home.
And it’s with this positive feeling that your Novoferm
stockist welcomes you, too. After all, he’s got just the
right solution for your garage. No matter whether
it’s for a new building or renovation of your existing
garage, automatic sectional garage door systems
from Novoferm are always your best choice.
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Novomatic ceiling-mounted operators

NovoPort® operating system

RAM

Novoferm safety

Why opt for sectional garage doors made by Novoferm?
High-quality appearance and durability of our surface finishes

NEW!

All sectional garage doors and side doors with painted (Super Color or RAL
of your choice) or foil-covered (Golden oak, Dark oak, Mahogany) surfaces
or painted in the composite shade Satin grey are finished with a top coat at
Novoferm. These high-quality surface finishes enhance the ability to withstand
external influences while at the same time giving your garage an air of sophistication that you will enjoy for a long time to come.

Quality and superior workmanship
Since quality is definitely not something to be hidden, all Novoferm sectional
garage doors bear the Novoferm seal of quality. What makes Novoferm sectional garage door systems so special are the high-quality materials, first-rate
workmanship and components that are perfectly matched to each other – all
made in Germany, of course! All Novoferm garage doors and operators are
manufactured in accordance with the ISO 9001 quality management system
and comply with the stringent safety requirements of European garage door
standard EN 13241-1.
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Trust is good, a warranty is even better. The Novoferm seal of quality constitutes a ten year warranty for our customers on all steel sectional garage
doors. Foil-covered (Golden oak, Dark oak, Mahogany) garage doors are protected by a five year warranty, as are all the mechanical, motor and motor
control components of our operators.
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Our sectional garage doors are fitted with a PUR rigid foam
core that is between 20 and 45 mm thick to ensure good to
maximum heat insulation. Most of our garage door operators
and additional hardware (e.g. light strips) are fitted with modern,
energy-saving LED lamps for added brightness, cost and energy efficiency. A further
benefit in terms of energy savings is that many of our operators only consume 0.5
W in standby. Added to which, the new Thermo frame set guarantees up to 15%*
improved heat insulation.
* Depending on the door motif and size

Tested security

MADE IN
GERMANY

Sectional garage doors made by Novoferm guarantee the highest levels of
security! In addition to their functional reliability and the protection they offer
friends and family with their anti-pinch protection (inside and out) and torsion
spring with spring fracture safety device on both sides (iso 45), their elaborate
design is also able to withstand intrusion attempts. The features and functions
that guarantee this protection include, for example, TÜV-tested burglar resistance*, an electronic push-up safeguard, and a self-locking gear that keeps
your garage door firmly closed even if the power is cut. They are joined by
manipulation-proof hand transmitters protected by multi-part rolling codes.
*for all standard design garage doors (excluding additional features, such as pass doors, emergency
unlocking mechanisms, windows, etc.)
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Ease of use is a standard feature
The automatic sectional garage doors made by Novoferm represent the comfort
class of all garage doors, allowing owners to benefit from numerous advantages
that make life that much more pleasant: more room in front of the garage,
increased passage height, double-skinned insulation and soundproofing, pleasantly quiet doors that run extremely smoothly, ease of operation thanks to multiple spring assemblies or torsion springs, etc. Added to which, flexible door and
light control systems, menu-guided programming and service functions and a
broad selection of accessories, such as switches and hand transmitters, ensure
that our garage door systems are easy to handle and user friendly.

Experience more colour and enhanced individualism
Give your garage door a very personal touch – at Novoferm you can choose
between numerous surface finishes and motifs, attractively priced Super Color
shades and nearly all RAL colours, side and pass doors, and many more features, such as glazing, light strips, handles, operators, hand transmitters and
switches.

Modernize your garage with an automatic sectional garage door system
Regardless of whether your garage was built from scratch or ready-made:
Your Novoferm partner can replace the old door with an automatic sectional
garage door. Why is the replacement so quick? Since Novoferm renovation
garage doors are perfectly matched to most old garage door dimensions,
there is no need for elaborate modifications to the garage opening or for costly
made-to-measure garage doors. If the new sectional garage door is mounted
behind the garage opening, you will also gain more passage width. If space
constraints necessitate installation of the sectional garage door in front of the
garage opening, we can provide a high-quality aluminium rebate enclosure.

Novoferm’s network of partners
Novoferm works with a broad network of stockists around the world. Our
authorized Novoferm stockists are available to offer advice, sell, measure, and
install your garage door, as well as disassembling and disposing of your old
door in line with environmental protection rules – at affordable all-inclusive
prices.
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All Novoferm garage doors and operators
are manufactured according to the strict
quality management system DIN ISO 9001.
• All Novoferm sectional garage door systems meet the high safety requirements
for the European garage doors product
standard EN 13241-1.
• All Novoferm garage doors and operators
are tested by recognized institutes both
individually and in combination.
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• What does “TÜV-tested burglar resistance” mean in terms of your safety? The
German industry association for garage
doors, doors and frames (Industrieverband Tore Türen Zargen (ttz)) has drawn
up a guideline that defines burglar resistance based on the existing standards.
Tests are performed, and the results
certified, by TÜV NORD CERT GmbH.
Which means: Certified garage doors
made by Novoferm guarantee the highest
levels of safety that have been tested by
an impartial organization.

GUAR

A

10 year warranty on all steel sectional
garage doors, 5 years on our foil covered
garage doors (Dark oak, Mahogany, Golden
oak) and 5 years on all mechanical components of the NovoPort® system allow you to
enjoy for new garage door for years to come.

We set standards
Anything that is outside in all winds and weathers and has to work perfectly day after day needs an especially robust
design. That’s why all Novoferm steel sectional garage doors are double-skinned insulated and named after their
insulation thickness: from the economical sectional garage door type iso 20 right up to the exclusive garage door type
iso 45 with the largest selection of additional features. The individual door sections are made of hot-dip galvanized thin
sheet metal coated with hard-wearing polyester-based paint. Angular frames, guides and all garage door hardware
are also galvanized to make them lastingly durable and give you years of enjoyment – with 10 year warranty!
6

Quality
NEW!
6
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Double-skinned and insulated

2

Frost-proof floor seal

Our steel sections are exclusively manufactured in a double-skinned sandwich construction
and filled with an insulating rigid PUR foam core. This ensures improved soundproofing and
heat insulation, and quieter door operation compared with single-skinned garage doors. The
flexible lip seals between the sections fit softly even at low temperatures. They prevent any
heat losses and keep the dust out.

A rubber profile on the bottom edge of the garage door guarantees optimum protection
from water and dirt, evens out slight floor unevenness and prevents damage and injuries.
The floor seal is made of high-quality EPDM (ethylene propylene diene monomer), which is
known for its high elasticity, weather resistance and durability.

3

Lip seals on the frame
Extra wide lip seals on the side frame provide even better heat insulation and protection against dirt.

6
4

Adaptable frame base
Novoferm sectional garage doors are fitted with a weatherproof frame base made of
hot-dip galvanized steel. So water and accumulated moisture can drain off freely and
the frame will not start to rust, even after long periods. The stepped design is ideal for
renovation projects that involve the installation of a sectional garage door to replace an
up-and-over door with floor track.

5

The Novoferm quality seal

6

Thermo frame set

6

Since quality is definitely not something to be hidden, all Novoferm sectional garage doors
bear the Novoferm seal of quality, which guarantees the use of the best materials and a
top-class finish!

The new optional sealing and insulating strip system further improves the already
excellent performance of the double-skinned Novoferm E® sectional garage doors. The
3-sided thermal optimization of the frame offers up to 15%* better* heat insulation when
mounted behind the opening. A plug and clip profile ensures quick and easy installation; the frame can be used on all Novoferm E® sectional doors. The Thermo frame set
actively supports the optimization of building performance.
* Depending on the door motif and size
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More space

For every
opening

A Novoferm sectional garage door
will always fit: In a classic squareshaped garage ...

More space in front of the garage
Unlike an up-and-over door, a sectional door opens vertically upwards and doesn’t swing out,
which means you can optimally use every inch of space in front of the garage – to park a second
car, for example. And garages located near roads or pavements do not put pedestrians at risk
and the traffic keeps flowing.
... behind an opening with slanted
corners ...

... unobtrusively erected segment
arches ...

For every vehicle

... or elegantly integrated arches.
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The full passage height can always be used in a sectional garage door with electrical operator.
When replacing an up + over door with a sectional garage door, the passage width becomes even
larger, because the sectional garage door is typically mounted behind the opening. There is also
more room inside the garage – making it ideal for high vehicles like jeeps or vans – due to the fact
that the door sections open vertically while conveniently rolling upwards and then underneath the
ceiling in order to save space.

Safety
5
4
3
2

1

Here’s how we look after you ...
The maxim for every Novoferm sectional garage door is: your safety always comes first! That’s why all important parts
are fitted with as many safety features as possible. Thus making it almost impossible for your fingers to get caught and
injured in any part of the garage door. Furthermore, the garage door is so mechanically safe that it cannot drop down,
even if the spring fractures. With power-operated garage doors, the self-monitoring automatic cut-out ensures that the
door stops and immediately opens as soon as it comes up against an obstacle.

1

Anti-pinch inside and out
The special design of the sections and hinges prevents pinching on the door leaf
from the outset.

2

Angular frame interference protection and cables channelled
down the inside
The angular frames make it almost impossible to reach between the door leaf
and the frame. Suspension cables arranged inside minimize the risk of injury
and guarantee maximum operational reliability.

3

Torsion springs for iso 45
The heavy garage door type iso 45
boasts robust, maintenance-free torsion springs with tested spring break
safety feature in accordance with EN
12604, which secure the garage door
from falling, even if a spring breaks,
and enable it to be raised easily again.

Operator with self-monitoring automatic cut-out system
The self-monitoring automatic cut-out device stops and opens the garage door
as soon as it comes up against an obstacle. The electronically monitored pushup safeguard provides maximum burglar resistance.

4

Triple safety extension spring assemblies
The iso 20 garage door is fitted with robust triple safety extension spring assemblies and double steel cables. The garage door cannot fall even if one of the
springs fractures.

5

Interference-protected deflection pulleys and spring channels
The extension springs lie protected in a spring channel over the door track in order to prevent interference from the side. The steel cables run on interferenceprotected upper deflection pulleys with U-shaped caster holders.
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PLUS
Advantages
at a glance

• The lighting (1.6 W), which is now
integrated in the control unit, switches
on automatically when the garage is
opened; the lighting duration can be
programmed from 1 to 4 minutes.
• The remote control unit has automatic
signal encryption to ensure the utmost
protection against manipulation. The
receiver lies protected in the operator
housing.

NEW!
WITH LED

• Quick and easy operation via a
2-channel rolling code hand
transmitter. Apart from the hand
transmitter, the operator can also be
operated via a push button, key switch
or coded key pad, which are mounted
on the garage wall. Radio controlled,
not a wire anywhere. That saves costs!
• Soft start and stop function.
• An integrated fault diagnosis system
facilitates potential service work.

Exclusive ease of use: The NovoPort® system
If you are renovating your garage, you don’t just want it to look better, but to also open more easily and save electricity.
With the combined NovoPort® system consisting of garage door, operator and hand transmitter, you can raise the level
of comfort in your garage at the push of a button and also shut out any inconveniences. You’ll never have to get out in
the rain or cold and open and close the garage door by hand! Garage door and operator are perfectly matched to one
another and certified by independent institutes in accordance with the latest safety guidelines. So you can rest assured
that you are not just making life easier: you are also maximizing security. With a 5 year warranty on all the mechanical,
motor and motor control components included!
10

NovoPort

®
Menu-guided programming
Programming is convenient and easy with three buttons and a clear 7-segment
display. You are guided systematically through the menu to ensure that no settings are overlooked while programming. All settings are infinitely saved, even
in case of a power cut. The operating state is always visible. Clear error coding
allows for quick and safe troubleshooting if required.

Wall switches
A push button for opening the garage from the inside is directly integrated into
the control unit and does not have to be purchased and mounted separately as
an accessory.

New LED lighting
In addition to the new, integrated LED lighting (1.6 W), the NovoPort® also
has easily accessible connections for wired accessories, such as external
lights or signal lamps controlled by hand transmitter or switch.

Belt
The belt is embedded in the garage door track, maintenance-free and protected.

Assembly advantages
1

No additional operator track
The NovoPort® operator is directly integrated into
the side garage door track. This saves on the cost of
materials, installation and maintenance.

3
4

2

2

No extra space required
Operator requires no extra space above the garage
door so you can use the space for storage purposes.
No on-site related installation problems.

1

3

No lowering of the ceiling or drive unit
No special suspension structures necessary for high
garage ceilings.

5

4

No ceiling assembly

5

No increased insertion depth

No installation problems in the ceiling area: Lighting,
beams or drainpipes do not have to be dismantled or
bypassed. No difficult drilling into reinforced concrete
ceilings, no use of special rawl plugs in gypsum plasterboard, no danger of drilling through thin ceilings.
Track-guided operators protrude approx. 30–40 cm
outwards beyond the garage door and often have to be
shortened on the building site. NovoPort® fits straight
away!
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PLUS
Advantages
at a glance

• Comfortable operation using the
tamper-proof 2-channel rolling code
hand transmitter (KeeLoq)
• Soft start and stop function
• Self-monitoring automatic
maintenance-free shutdown device
• Electronically monitored push-up
protection
• Bright LED lighting (programmable
60-240 sec.)
• Direct connection for outdoor lighting
up to 500 W, can be controlled using
hand transmitter
• Air vent settings for garage ventilation
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• Uses just 0.5 W in standby, incurring
energy costs of only about € 1 per year

GUAR
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New technology for improved convenience
The Novomatic 413 features a new design with many convenient functions. It is the professional drive system for sectional and up-and-over garage doors. It is not only suitable for Novoferm garage door types but is also perfect for retrofitting other garage door makes.
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Novomatic 413
Menu-guided programming
Programming is convenient and easy with three buttons and a clear 7-segment
display. You are guided systematically through the menu to ensure that no settings are overlooked while programming. All settings are saved, even in case of
a power cut. The operating state is always recognizable through the transparent
cover. Clear error coding allows for quick and safe troubleshooting if required.

Connections for accessories and external lighting
Easily accessible connections for wired accessories. Radio remote-controlled
accessories can also be used. Unlike conventional operators, the connection
for external lighting, which can be controlled using the hand transmitter, is a
standard feature.

LED lighting
The operating element is fitted with a daylight-intensity LED light that shines
13 times brighter than a conventional bulb of identical wattage. Added to which,
LEDs have an extremely long service life with virtually unlimited durability. At the
same time, they are superbly economical in terms of power consumption.

Track
The track has high bending and torsion stability. The deflectors are mounted on
bearings, which ensures extremely quiet operation. A maintenance-free toothed
belt is pre-assembled in the track at the factory.

13

Novomatic 553 S / 803 S
NOVOMATIC 553 S
NOW WITH

LED!

Novomatic 553 S

Novomatic 803 S

Menu-guided programming

OPENS 50% FASTER

Programming is convenient and easy with three buttons and a clear 7-segment
display. You are guided systematically through the menu to ensure that no settings are overlooked while programming. All settings are saved, even in case of
a power cut. The operating state is always recognizable through the transparent
cover. Clear error coding allows for quick and safe troubleshooting if required.

Connections for accessories and external lights and the new
LED lighting on the 533 S

• Novomatic 553 S (700 N):
The convenient quick-acting operator for
garage doors up to 5,500 mm in width.
Max. opening speed: 22 cm/s
• Novomatic 803 S (1,000 N):
The powerful operator for frequently
used doors to underground garages
or garage doors with pass doors. Max.
opening speed: 22 cm/s

14

• Simple operation through manipulationsafe rolling code hand transmitter

5

year

RM

• Possible to store up to 30 KeeLoq
remote control codes (Comfort 803 S /
Multi-bit 1,000 codes)
• Soft start and stop functions
• Integrated automatic cut-off and electronically monitored push-up safeguard
Adjustable opening time from 10 to 240
seconds
• Air vent settings for garage ventilation
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Both models have easily accessible connections for wired accessories, although radio remote-controlled accessories can also be used. Unlike conventional operators, the connection for external lighting, which can be controlled
using the hand transmitter, is a standard feature. The 553 S operator is also
equipped with energy-saving LED lighting (1.6 W).

GUAR
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• Fast manual release in power cuts
• Garage door selection function: The
optimum garage door and power operation is automatically adjusted for the
selected garage door type
• Connectable traffic light control, ideal
for underground garages (Novomatic
803 S)

Surfaces

Woodgrain: the robust classic design with the discreetly grained
wood structure.

Noblesse: the elegant smooth surface, which simply repels dust and
moisture.

Golden oak: the weather-resistant foil coating that looks authentically
like rustic wood.

Dark oak: the weather-resistant foil coating that looks authentically
like rustic wood.

Mahogany: the weather-resistant foil coating that looks authentically
like rustic wood.

Satin grey: composite shade, particularly weather resistant and
dent-reversible top coating, exclusively for iso 45 garage doors.

15

Pass doors

Perfectly integrated: Pass doors with matching design
If your garage is too narrow for a side door, but you don’t want to have to do without that convenience, then we recommend
an integrated pass door. Pass doors are available for all iso 45 Exclusive garage doors up to a width of 5 m. They offer a
practical passage width of 85 cm (raised panel designs: 60 cm) and are fitted with double-skinned insulation to ensure
perfect heat insulation.
Pass doors are arranged centrally or asymmetrically depending on the garage door width
Symmetrical
arrangement
for garage
door widths
up to 3.50 m

Asymmetrical arrangement for
garage door widths above 3.50
m – either left or right

Pass door styles and glazing options for garage door type iso 45

Pass doors for iso 45 Exclusive doors are available with horizontal rib, large rib and raised panel patterns.
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Glazing variants for all garage door patterns: Standard, cross bar, rhombus window or light strip.
Illustrations show garage door leaf size 2500 x 2125 mm. Other garage door sizes can deviate from the illustration shown.

Available colours and surfaces

Woodgrain

Golden oak

Dark oak
You want more? Pass
doors can also be
supplied in the RAL
colour of your choice
for a small additional
charge.

Mahagoni

Satin grey (composite)colour)

RAL colours

The door sill area
The robust garage door leaf frame ensures that the garage door cannot be bent even
when opened. The anodized aluminium sill is levelled towards the edges and only 24
mm high.

Door closes automatically
The standard door closer is responsible for automatic closing. This is especially
practical when you’ve got your hands full, e.g. if you are taking your bicycle, moped
or lawnmower out of the garage. A hold-open mechanism (at 90°) is available for a
small additional charge.

Softline profiles
Softline profiles (rounded) and concealed hinges ensure the aesthetic overall appearance of the garage door. The frame of the leaf is standard painted in traffic
white, similar to RAL 9016. It can be varnished in the same colour as the door leaf
using any other RAL colour. In the case of coated door leaves (wood shades, Satin
grey), the door leaf frame is varnished in a matching shade at additional charge.

Secure multiple locking mechanism
Protect yourself and your property. A multiple locking mechanism on the pass door
is highly recommended if your garage offers direct access to the house, or is used
as a hobby room or to store an expensive mountain bike. This mechanism locks each
of the pass door sections individually and can be centrally activated from both inside
and out using the profile cylinder lock.

17

Side doors

Letting life into the house
Don’t want to always have to raise and lower the door for your bike, lawn mower or screwdriver? Then Novoferm has the
practical solution for you: we offer matching side doors with all sectional garage doors – for going in and out in no time
and for an all-round harmonious appearance, too. And the processing is something to be proud of as well: All of our side
doors are made of high-quality aluminium profiles. The door leaves are filled with double-skinned, hot galvanized sheet
steel with a core of rigid PUR foam.

Side door fillings for garage door types iso 20 / iso 45

18

1. Horizontal rib
traffic white,
similar to RAL 9016

2. Large rib
traffic white,
similar to RAL 9016

3. Flush
traffic white,
similar to RAL 9016

7. Flush
(iso 45 only)
Satin grey,
composite colour

4. Raised panel
traffic white,
similar to RAL 9016

5. Prism pattern
(iso 20 only)
traffic white,
similar to RAL 9016

6. Prism design
(iso 20 only)
traffic white,
similar to RAL 9016

8. Flush
(iso 45 only)
Golden oak

Novoferm side doors are available in all door patterns, surfaces and colours.
They are supplied as standard with a black rounded handle set and security lock.

Precise processing –
smooth running
All door leaf frames are mitre-cut to precisely
the correct degree and guarantee maximum
weather resistance, while robust hinges
provide long-term, dimensionally accurate
opening and closing. The hinges are, moreover, adjustable.

Triple lock
(optional)

Hinge lock
(optional)

Lighting

The LED lighting kit
The LED lighting kit is recommended for showing off the best features of your garage door after sunset – and for helping
keep trespassers off your property, too. It blends in with other sources of light e.g. illuminated windows and therefore stylishly showcases the architecture of your house. The lighting kit comprises four, six or eight LEDs depending on the garage
door width, which are evenly distributed over the overall garage door width on a U-shaped rail. The light is controlled
either by the same hand transmitter that you use for your operator, by a separate interval timer, or a motion sensor.

Saves space and energy
The flat design of the LED lighting kit fits beneath the header, saving space and preserving nearly all the passage height. The long-life LEDs guarantee very bright illumination yet consume very little power. The lighting units can be easily shortened to size
on both sides depending on the width of the garage door to attain precise, symmetrical
illumination of the garage door.

19

The quicker way to your dream
door!
Our door finder will help you find the perfect garage door for your
garage in no time. Simply check out our wide range of garage door
types, patterns, surfaces, colours and additional accessories.
Detailed information on all Novoferm garage doors can also be found
on the internet at www.novoferm.com
We hope you have fun!
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Garage door finder
iso 20
iso 45
Accessories
Technology

Garage door facts
• For private garages up to 3 m in width
• Quicker and easier installation with pre-assembled models
• Smooth running and stable, with double-skinned, galvanized steel sections
• High degree of safety with anti-pinch feature inside and out (according to
EN 12604) as well as interference-protected triple safety extension spring
assemblies
• Good heat insulation with 20 mm rigid PUR foam core (heat insulation value
K = 1.0 W/m2K)
• Inside door leaf: Polyester-based base coat, grey white, similar to RAL 9002
• Outside door leaf, standard: Traffic white, similar to RAL 9016 (base coat)
• Outside door leaf: Super Color or RAL of choice at additional cost (top coat)

Triple safety extension spring
assembly with double steel
cables

Insulation
thickness

20 mm

iso 20 is filled with a 20-mm rigid foam core, which provides good heat and sound insulation.

Surfaces

Woodgrain structure

22

Colours

Noblesse (smooth)
(only for large rib,
prism and flush
garage door patterns )

Traffic white,
similar to RAL
9016

iso 20 is available in 11
further affordable Super
Colors and almost all RAL
colours, see iso 45 for colour samples.

Door patterns

Side doors

Windows

Variant 1:
Standard window

Horizontal rib

Variant 2:
Elegant rhombus
pattern

Large rib

Variant 3:
Classic cross bar window

Prism pattern

Window dimensions:
approx. 390 x 190 mm
Window thickness:
• Large rib pattern: 16 mm
double acrylic glazing,
transparent or crystal
• Raised panel pattern:
11 mm double acrylic
glazing, transparent or
crystal

Prism design

Handles

Large rib

Plastic handle, black
(optional)
For further handles,
see iso 45.

Raised panel
Illustration shows garage door leaf size 2,500 x 2,125 mm.
Other garage door sizes can deviate from the illustration shown.

iso 20

Garage door facts

Surfaces

• Suitable for private garages with a width of between 2,250 and
5,500 mm
• Widest range of models and equipment:
– individual design garage door
– with side door or integrated pass door of the same design
• Smooth running, superbly durable and stable thanks to a
sturdy design that is extremely distortion-resistant

Woodgrain:
Subtly grained wood appearance

• Perfect functional reliability and easy operation with torsion
spring with spring break safety feature on both sides
• Maximum personal safety with anti-pinch feature inside and
out (according to EN 12604)
• Maximum heat insulation with 45 mm rigid PUR foam core
(heat insulation value K = 0.5 W/m2K)

Noblesse (smooth):
suitable for straight lined, modern
architecture

• Inside door leaf: Polyester-based base coat, grey white,
similar to RAL 9002
• Outside door leaf, standard: Traffic white, similar to RAL 9016
(base coat)
• Outside door leaf: Super Color or RAL of choice at additional
cost (top coat)

Torsion spring with spring
break safety feature on
both sides

Golden oak:
oak reproduction at its best

Dark oak:
for elegant ambiance

Insulation thickness
Mahogany:
the warm shade of the finest of all
real woods

45 mm

Satin grey (composite colour):
distinctive coating in shimmering
slate grey

Standard colour

iso 45 is filled with a 45-mm rigid foam core, which provides max. heat insulation and top soundproofing values.

Traffic white,
similar to RAL 9016

Door patterns

Side doors and pass doors

Horizontal rib

iso 45

Large rib

Large rib

Raised panel
Illustrations show garage door leaf size 2500 x
2125 mm. Other garage door sizes can deviate
from the illustration shown.

Illustrations show garage door leaf size 2500 x 2125 mm.
Other garage door sizes can deviate from the illustration
shown.

Super Color and RAL colours

Steel blue,
similar to
RAL 5011

Moss green,
similar to
RAL 6005

Ochre brown,
similar to
RAL 8001

Nut brown,
similar to
RAL 8011

Fir green,
similar to
RAL 6009

Sepia brown,
similar to
RAL 8014

Anthracite,
similar to
RAL 7016

Light grey,
similar to
RAL 7035

White aluminium,
similar to
RAL 9006

Grey aluminium,
similar to
RAL 9007

Window grey,
similar to
RAL 7040

Super Color and RAL
colours are available
at a small additional
charge.

iso 45
Handles

Door handle, plasticcoated, in Super Color or
RAL colour

Aluminium silver
colour anodized

Aluminium new-silver
colour anodized

Aluminium brass colour
anodized

Aluminium with rustic
structured effect

Aluminium, PVC-coated,
traffic white

Matching door handles are available in all 11 Super Colors and
numerous RAL shades.

Windows

Standard window

Cross bar pattern

Rhombus pattern

Sunrise pattern

Segment arch pattern

Window dimensions: approx. 390 x 190 mm
Window thicknesses:
• Horizontal rib, large rib and flush: 25 mm acrylic double glazing, transparent or crystal
• Raised panel pattern: 20 mm double acrylic glazing, transparent or crystal

Window cutouts

Rectangular, wide, with transparent double acrylic
glazing (dimensions: approx. 650 x 250 mm) *

Rectangular, narrow, with
transparent double acrylic glazing
(dimensions: approx. 565 x 135 mm)*

Porthole with stainless steel frame,
with 10-mm double acrylic glazing
(diameter: approx. 290 mm)**

*Only for horizontal rib, large rib and flush garage door patterns.
**Only for large rib and flush garage door patterns.

Light strip

Pane thickness 16 mm

Acrylic glass with
crystal structure

The light strip is also available in expanded grating format with PVC coating.
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Double pane
acrylic glass

Polycarbonate cross
bar double plate

Accessories
Hand transmitters

Mini-Novotron 502 hand transmitter
2-channel, 433 MHz,
KeeLoq rolling code

Key switches

Mini-Novotron 504 hand transmitter
4-channel, 433 MHz,
KeeLoq rolling code

Signal 312 key switch
Flush-mounted, single switch
pulse (1 garage door)

Signal 313 key switch
Flush-mounted, double switch
pulse (2 garage doors)

Accessories
Technology
Micro-Novotron 512 hand transmitter
2-channel, 433 MHz,
KeeLoq rolling code

Micro-Novotron 512 hand transmitter
Design 2-channel, 433 MHz,
KeeLoq rolling code

Remote switches

Signal 111 remote wall switch
2-channel, 433 MHz, KeeLoq rolling
code for controlling 2 operators or
1 operator and 1 outside lighting

Extra 628 reﬂection light opto sensor
• 24-240 V AC, 12-240 V DC, IP 54
• Range: 5 m
• Can only be used as a pulse generator

Signal 413 key switch
Surface-mounted, double
switch pulse (2 garage
doors)

Switches

Signal 218 remote coded key pad
10 codes, 433 MHz, KeeLoq rolling
code with stainless steel cover, backlit

Opto sensors

Extra 625 one-way opto sensor
• 24 V DC, IP 54
• Range: 8 m
• Suitable for:
All operator models

Signal 412 key switch
Surface-mounted, single
switch pulse (1 garage door)

Signal 112 wall switch
Start key, holiday switch,
continuous light (On/Off), 24 V
connection to the operator

LED lighting kit

Extra 626 one-way opto sensor
• 20-28 V, IP 50, 2 wire
• Range: 8 m
• Suitable for:
Novomatic 413 / 553 S
NovoPort®

• Weather-protected lighting
• Space-saving installation beneath the header
• Even distribution across garage door width: 4, 6 or 8 LEDs at up to 3,000,
4,000 or 5,500 mm garage door width
• Control via 2-channel hand transmitter
• Can be switched on and off separately, independent of operator function
• Intensive light source, low power consumption
• Long service life thanks to LED technology
• Incl. mains transformer 230 V/12 V

Emergency unlocking

Extra 315 emergency unlocking
• With safety profile half cylinder
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Novoferm E® sectional garage door
Installation dimensions for sectional garage doors

Required installation dimensions
BRB
BRH
DH
GIB
EBT
EBTN
RAMB
RAHM
OFF
LDH

GIB

Min. 90

DH min.

BRH

Lower edge of horizontal rail = BRH - 36

EBT/EBTN

BRB

0

15

0

18

Min. 90

= Coordinating width (order size)
= Coordinating height (order size)
= Ceiling height (minimum dimension)
= Interior garage width (minimum dimension)
= Installation depth of the door:
= Installation depth of garage door with Novomatic operators
= Outer frame width
= Outer frame height
= Upper-edge finished floor
= Clear passage height

Please consult the “Coordinating widths and heights” chart or calculate
the dimensions based on the drawings.
If the structure does not have the required minimum dimensions, it can
be compensated by fitting panels and profiles.

OFF

Space needed for assembly at ﬂoor level
Assembly on finished ﬂoor

All dimensions in mm.

Installation dimensions for iso 20 sectional doors

Min. 10
for manual
operation
and operator

Vertical section
Min. 7

EBTN Installation depth with Novomatic operators
EBT min. Einbautiefe = BRH + 765

Clear passage height with manual operation:

110

BRH – 100 mm (without clips in the tracks)
BRH – 50 mm (with clips in the tracks)

Bottom-edge horizontal track = BRH – 36

Bottom-edge rail section Novoport approx. BRH –155

Frame height – 180

Frame height – 450

Clearance for garage door movement

Clear passage height

With operator:
BRH ± 0
(Bottom-edge inside handle = BRH – 50 mm)

LDH

Outer frame height = BRH + 110

BRH Coord. height (1,750-2,750 in 25mm increments)

min. ceiling height = BRH +120
DH

BRH

320

ca. 120

NovoPort
180

Upper-edge spring channel = BRH +113 (= frame height +3)

Required clearance on the NovoPort side

OFF
180

• Special heights possible in 25 mm increments
• Special widths possible

All dimensions in mm.

Horizontal section through garage door
GIB

Interior garage width (min.) = BRB + 180

RAMB

Outer frame width = BRB + 152
BRB Coordinating width

90

Frame = 76
55

Outside

Angular frame
Wall anchor

20

Sealing lip

25

22

Door leaf

iso 20

Bottom cable mount

All dimensions in mm.
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Novoferm E® sectional garage door
Installation dimensions for iso 45 sectional doors

(with manual
operation and
operator)

Min. 5

Vertical section: Front-mounted torsion spring (VL)
EBTN Installation depth with Novomatic operators

Clear passage heights

EBT-VL Installation depth: see table

Manual operation BRH – 50 (with clips in the tracks)
BRH – 100 (without clips in the tracks)

Upper-edge horizontal rail = BRH + 68

BRH – 170

BRH – 350

LDH Clear passage height

Coordinating height

240

DH DH min. ceiling height = BRH +213

With operator

ca. 120

NovoPort

BRH

RAMH

Outer frame height = BRH + 208

104

Torsion spring with cable drum

BRH ± 0

With bottom-edge
inside handle
BRH – 50
All dimensions in mm.

OFF

180

Technology

EBTN Installation depth with Novomatic operators

(with manual
operation and
operator)

Clear passage heights

EBT-VL Installation depth: see table

Manual operation BRH – 50 (with clips in the tracks)
BRH – 100 (without clips in the tracks)
104

Min. 5

Vertical section: Rear-mounted torsion spring (HL)

BRH ± 0

OFF

180

DH min. ceiling height = BRH +213

With bottom-edge
inside handle
BRH – 50
All dimensions in mm.

DH

Upper-edge horizontal rail = BRH + 68

BRH – 170

BRH – 350

LDH Clear passage height

Coordinating height

240

BRH

RAMH

Outer frame height = BRH + 110

NovoPort

With operator

Torsion spring with cable drum

Horizontal section through garage door
Angular frame
AB = min. 90

BRB

AB opt. = 90

Coordinating width

76

76

min. 14

25

Outside

45

14

Reinforced angle frame

iso 45
Inside
max. 95
GIB Interior garage width (min.) = BRB + 180

All dimensions in mm.
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Novoferm E® side doors
Installation dimensions for side doors

Block frame (opens inwards or outwards)
Horizontal section/Installation behind the opening

Vertical section/Installation in the opening

68

Coordinating size

Opening dimension

Clear passage dimensions

Clear passage dimensions

Width and height of frame

Horizontal section/Installation in the opening

Clear passage dimensions

Width and height of frame

Opening dimension = Coordinating size

40 Opening dimension = Coordinating size 40

Width and height of frame

45

Clear passage dimensions

55

68

Vertical section/Installation behind the opening

Width and height of frame
Opening dimension = Coordinating size

All dimensions in mm.

Corner frame, 3-sided (opens inwards or outwards), 4-sided (opens only outwards)
Horizontal section

Vertical section/3-sided

Vertical section/4-sided

Width and height of frame

Opening dimension = Coordinating size

Clear passage dimensions

Width and height of frame

Width and height of frame

Opening dimension = Coordinating size

Opening dimension = Coordinating size

Clear passage dimensions

Clear passage dimensions

All dimensions in mm.

Clamp frame, 3-sided (opens only outwards)

Width and height of frame

Coordinating size

Opening dimension

Clear passage dimensions

Width and height of frame

Coordinating size

Width and height of frame

Opening dimension

Opening dimension = Coordinating size

Clear passage dimensions

Clear passage dimensions

Vertical section

70-90 or 90-120

Horizontal section

All dimensions in mm.

Side door design matched to iso 45
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Novoferm E® sectional garage door
Installation dimensions for iso 20 sectional doors
Order sizes (= opt. clear
finished dimension)
Coordinating sizes
(BRM)

Maximum clear
finished dimension

Width and height
of frame
(RAM)

Interior garage
dimension
(GIB)

Width x Height
2,250 x 1,875
2,250 x 2,000
2,250 x 2,125
2,375 x 1,875
2,375 x 2,000
2,375 x 2,075
2,375 x 2,125
2,375 x 2,250
2,375 x 2,375
2,500 x 1,875
2,500 x 2,000
2,500 x 2,075
2,500 x 2,125
2,500 x 2,250
2,500 x 2,375
2,500 x 2,500
2,500 x 2,750
2,625 x 2,125
2,750 x 2,000
2,750 x 2,125
3,000 x 2,000
3,000 x 2,125
3,000 x 2,250
3,000 x 2,375
3,000 x 2,500

Width x Height
2,340 x 1,965
2,340 x 2,090
2,340 x 2,215
2,465 x 1,965
2,465 x 2,090
2,465 x 2,165
2,465 x 2,215
2,465 x 2,340
2,465 x 2,465
2,590 x 1,965
2,590 x 2,090
2,590 x 2,165
2,590 x 2,215
2,590 x 2,340
2,590 x 2,465
2,590 x 2,590
2,590 x 2,840
2,715 x 2,215
2,840 x 2,090
2,840 x 2,215
3,090 x 2,090
3,090 x 2,215
3,090 x 2,340
3,090 x 2,465
3,090 x 2,590

Width x Height
2,402 x 1,985
2,402 x 2,110
2,402 x 2,235
2,527 x 1,985
2,527 x 2,110
2,527 x 2,185
2,527 x 2,235
2,527 x 2,360
2,527 x 2,485
2,652 x 1,985
2,652 x 2,110
2,652 x 2,185
2,652 x 2,235
2,652 x 2,360
2,652 x 2,485
2,652 x 2,610
2,652 x 2,860
2,777 x 2,235
2,902 x 2,110
2,902 x 2,235
3,152 x 2,110
3,152 x 2,235
3,152 x 2,360
3,152 x 2,485
3,152 x 2,610

Breite
2,430
2,430
2,430
2,555
2,555
2,555
2,555
2,555
2,555
2,680
2,680
2,680
2,680
2,680
2,680
2,680
2,680
2,805
2,930
2,930
3,180
3,180
3,180
3,180
3,180

Insertion depth
(EBT)

Ceiling height
(DH)

2,765
2,765
2,890
2,765
2,765
2,890
2,890
3,015
3,140
2,765
2,765
2,890
2,890
3,015
3,140
3,265
3,515
2,890
2,765
2,890
2,765
2,890
3,015
3,140
3,265

min.
1,995
2,120
2,245
1,995
2,120
2,195
2,245
2,370
2,495
1,995
2,120
2,195
2,245
2,370
2,495
2,620
2,870
2,245
2,120
2,245
2,120
2,245
2,370
2,495
2,620

Clear passage height
(LDH)

Manual operation
1,825
1,950
2,075
1,825
1,950
2,025
2,075
2,200
2,325
1,825
1,950
2,025
2,075
2,200
2,325
2,450
2,700
2,075
1,950
2,075
1,950
2,075
2,200
2,325
2,450

Drive
1,875
2,000
2,125
1,875
2,000
2,075
2,125
2,250
2,375
1,875
2,000
2,075
2,125
2,250
2,375
2,500
2,750
2,125
2,000
2,125
2,000
2,125
2,250
2,375
2,500

All dimensions in mm.

Technology

Installation dimensions for iso 45 sectional doors
Maximum
Order sizes
clear finished
(= opt. clear
dimension
finished dimension)
Coordinating sizes
(BRM)
Width x Height
2,250 x 1,875
2,250 x 2,000
2,250 x 2,125
2,375 x 1,875
2,375 x 2,000
2,375 x 2,125
2,375 x 2,250
2,500 x 1,875
2,500 x 2,000
2,500 x 2,125
2,500 x 2,250
2,500 x 2,375
2,500 x 2,500
2,500 x 2,750
2,625 x 2,125
2,750 x 2,000
2,750 x 2,125
2,750 x 2,750
3,000 x 2,000
3,000 x 2,125
3,000 x 2,250
3,000 x 2,375
3,000 x 2,500
3,000 x 3,000
3,250 x 2,000
3,250 x 2,125
3,250 x 2,250
3,500 x 2,000
3,500 x 2,125
3,500 x 2,250
3,750 x 2,000
3,750 x 2,125
3,750 x 2,250
4,000 x 2,000
4,000 x 2,125
4,000 x 2,250
4,250 x 2,000
4,250 x 2,125
4,250 x 2,250
4,500 x 2,000
4,500 x 2,125
4,500 x 2,250
4,750 x 2,000
4,750 x 2,125
4,750 x 2,250
5,000 x 2,000
5,000 x 2,125
5,000 x 2,250
5,500 x 2,000
5,500 x 2,125
5,500 x 2,250

Width x Height
2,340 x 1,965
2,340 x 2,090
2,340 x 2,215
2,465 x 1,965
2,465 x 2,090
2,465 x 2,215
2,465 x 2,340
2,590 x 1,965
2,590 x 2,090
2,590 x 2,215
2,590 x 2,340
2,590 x 2,465
2,590 x 2,590
2,590 x 2,840
2,715 x 2,215
2,840 x 2,090
2,840 x 2,215
2,840 x 2,840
3,090 x 2,090
3,090 x 2,215
3,090 x 2,340
3,090 x 2,465
3,090 x 2,590
3,090 x 3,090
3,340 x 2,090
3,340 x 2,215
3,340 x 2,340
3,590 x 2,090
3,590 x 2,215
3,590 x 2,340
3,840 x 2,090
3,840 x 2,215
3,840 x 2,340
4,090 x 2,090
4,090 x 2,215
4,090 x 2,340
4,340 x 2,090
4,340 x 2,215
4,340 x 2,340
4,590 x 2,090
4,590 x 2,215
4,590 x 2,340
4,840 x 2,090
4,840 x 2,215
4,840 x 2,340
5,090 x 2,090
5,090 x 2,215
5,090 x 2,340
5,590 x 2,090
5,590 x 2,215
5,590 x 2,340

Width and
height of
frame
(RAM) (VL)

Width and
height of
frame
(RAM) (HL)

Interior
garage
dimension
(GIB)

Width x Height
2,402 x 2,083
2,402 x 2,208
2,402 x 2,333
2,527 x 2,083
2,527 x 2,208
2,527 x 2,333
2,527 x 2,458
2,652 x 2,083
2,652 x 2,208
2,652 x 2,333
2,652 x 2,458
2,652 x 2,583
2,652 x 2,708
2,652 x 2,958
2,777 x 2,333
2,902 x 2,208
2,902 x 2,333
2,902 x 2,958
3,152 x 2,208
3,152 x 2,333
3,152 x 2,458
3,152 x 2,583
3,152 x 2,708
3,152 x 3,208
3,402 x 2,208
3,402 x 2,333
3,402 x 2,458
3,652 x 2,208
3,652 x 2,333
3,652 x 2,458
3,902 x 2,208
3,902 x 2,333
3,902 x 2,458
4,152 x 2,208
4,152 x 2,333
4,152 x 2,458
4,402 x 2,208
4,402 x 2,333
4,402 x 2,458
4,652 x 2,208
4,652 x 2,333
4,652 x 2,458
4,902 x 2,208
4,902 x 2,333
4,902 x 2,458
5,152 x 2,208
5,152 x 2,333
5,152 x 2,458
5,652 x 2,208
5,652 x 2,333
5,652 x 2,458

Width x Height
2,402 x 1,985
2,402 x 2,110
2,402 x 2,235
2,527 x 1,985
2,527 x 2,110
2,527 x 2,235
2,527 x 2,360
2,652 x 1,985
2,652 x 2,110
2,652 x 2,235
2,652 x 2,360
2,652 x 2,485
2,652 x 2,610
2,652 x 2,860
2,777 x 2,235
2,902 x 2,110
2,902 x 2,333
2,902 x 2,860
3,152 x 2,110
3,152 x 2,235
3,152 x 2,360
3,152 x 2,485
3,152 x 2,610
3,152 x 3,110
3,402 x 2,110
3,402 x 2,235
3,402 x 2,360
3,652 x 2,110
3,652 x 2,235
3,652 x 2,360
3,902 x 2,110
3,902 x 2,235
3,902 x 2,360
4,152 x 2,110
4,152 x 2,235
4,152 x 2,360
4,402 x 2,110
4,402 x 2,235
4,402 x 2,360
4,652 x 2,110
4,652 x 2,235
4,652 x 2,360
4,902 x 2,110
4,902 x 2,235
4,902 x 2,360
5,152 x 2,110
5,152 x 2,235
5,152 x 2,360
5,652 x 2,110
5,652 x 2,235
5,652 x 2,360

Breite
2,430
2,430
2,430
2,555
2,555
2,555
2,555
2,680
2,680
2,680
2,680
2,680
2,680
2,680
2,805
2,930
2,930
2,930
3,180
3,180
3,180
3,180
3,180
3,180
3,430
3,430
3,430
3,680
3,680
3,680
3,930
3,930
3,930
4,180
4,180
4,180
4,430
4,430
4,430
4,680
4,680
4,680
4,930
4,930
4,930
5,180
5,180
5,180
5,680
5,680
5,680

Insertion
depth
(EBT) (VL)

2,580
2,580
2,705
2,580
2,580
2,705
2,830
2,580
2,580
2,705
2,830
2,955
3,080
3,330
2,705
2,580
2,705
3,330
2,580
2,705
2,830
2,955
3,080
3,580
2,580
2,705
2,830
2,580
2,750
2,830
2,580
2,705
2,830
2,580
2,705
2,830
2,580
2,705
2,830
2,580
2,705
2,830
2,580
2,705
2,830
2,580
2,705
2,830
2,580
2,705
2,830

Insertion
depth
(EBT) (HL)

2,760
2,760
2,885
2,760
2,760
2,885
3,010
2,760
2,760
2,885
3,010
3,135
3,260
3,510
2,885
2,760
2,885
3,510
2,760
2,885
3,010
3,135
3,260
3,760
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010
2,760
2,885
3,010

Ceiling
height
(DH) (VL)

Ceiling
height
(DH) (HL)

min.
2,088
2,213
2,358
2,088
2,213
2,338
2,463
2,088
2,213
2,338
2,463
2,588
2,713
2,963
2,338
2,213
2,338
2,963
2,213
2,338
2,463
2,588
2,713
3,213
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463
2,213
2,338
2,463

min.
1,990
2,115
2,240
1,990
2,115
2,240
2,365
1,990
2,115
2,240
2,365
2,490
2,615
2,865
2,240
2,115
2,240
2,865
2,115
2,240
2,365
2,490
2,615
3,115
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365
2,115
2,240
2,365

Clear passage height
(LDH)

Manual operation
1,825
1,950
2,075
1,825
1,950
2,075
2,200
1,825
1,950
2,075
2,200
2,325
2,450
2,700
2,075
1,950
2,075
2,700
1,950
2,075
2,200
2,325
2,450
2,950
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200
1,950
2,075
2,200

Drive
1,875
2,000
2,125
1,875
2,000
2,125
2,250
1,875
2,000
2,125
2,250
2,375
2,500
2,750
2,125
2,000
2,125
2,750
2,000
2,125
2,250
2,375
2,500
3,000
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250
2,000
2,125
2,250

All dimensions in mm.
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Novoferm. On-site. Direct. Europe-wide.
Novoferm Group is one of Europe’s leading system suppliers of doors, garage doors, frames and operators. We offer a large
range of products and services for private, commercial and industrial applications. All our products are manufactured to the
highest quality standards and reflect best engineering practice. We combine maximum functionality with innovative design.
We manufacture our products in various international locations and with our Europe-wide network we are always available to
help you – wherever you are!

32505431/1113/XX.0

Your Novoferm sales partner

Novoferm GmbH
Schüttensteiner Str. 26
D-46419 Isselburg
Tel.: (0 28 50) 9 10-0
Fax: (0 28 50) 9 10-650
E-mail: sales@novoferm.com
www.novoferm.com

